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PR600 Programming Equipment (P/N 1201570)  

1. REASON  

MARTEC Serpe-Iesm has developed a new programming equipment, PR600, intended to program all its 
range of ELTs and programming dongles. PR600 Programming equipment kit P/N 1201570 replaces the 
former PR550 Programming Equipment kit  
P/N 1200362 and fulfills the same programming functions. PR550 
Programming Equipment kit P/N 1200362 is no more available.  

 2. COMPATIBILTY  
 
PR600 Programming Equipment is compatible with any types of ELTs and Programming Dongles 
manufactured by MARTEC SERPE-IESM.  
 
KANNAD 406 ATP-M S1818502-02  
KANNAD 406 ATP S1819502-02  
KANNAD 406 AP S1820502-01/-02  
KANNAD 406 AF / AF (6D) S1821502-01/-02/-06  
KANNAD 406 AF-H S1822502-01/-02  
KANNAD 406 AS S1823502-01/-02  
KANNAD 406 AS-TNC S1823502-03  
KANNAD 406 SURVIVAL S1823502-04  
KANNAD 121 AF S1824502-01/-02  
KANNAD 121 AF-H S1826502-02  
KANNAD 406 AP-H S1820502-04  
PROGRAMMING DONGLE S1820514-01  
PROGRAMMING DONGLE, A320 S1820514-04  
PROGRAMMING DONGLE, A330 & 340 S1820514-05  
PROGRAMMING DONGLE, ASSY S1820514-06 
 

3. DESCRIPTION PR600 Programming Equipment is a miniaturized and lighter version of PR550 
Programming Equipment:  

• Dimensions: 60 x 40 x 20 mm (2.36 x 1.57 x 0.79 in.).  
• Weight: 70 gr. (0.154 lb.)  

The main advantage or PR600 Programming Equipment is that it has to be connected to a PC or Laptop 
via an USB port. PR600 Programming kit (P/N 1201570) is composed of:  

 
(1) PR600 Programming interface 
module;  
 ( 2) USB cable;  
3) WinProg

(1)
 Software run on a PC with Windows® operating system; 

(4) Suit case for storage and transportation: 
Dimensions: 222 x 160 X 60 mm (8.74 x 6.3 x 1.54 in.). NOTE: (1) PR600 Programming Equipment must 
be used with WinProg software Version 2.00 or higher.  
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Figure 1: PR600 Programming equipment kit  

PR600 programming interface module is fitted with:  
 (1) An USB connector to connect PR600 to a PC or Laptop. 
 (2) A cable fitted with a DIN-12 male connector to connect PR600 to an ELT. 
 (3) A DIN-12 female connector to connect PR600 to a programming dongle. 
Figure 2: PR600 Programming interface module  
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 KANNAD Emergency Locator Transmitter 

Figure 3: Example of ELT programming with PR600  

 

 4. IDENTIFICATION PR600 Programming equipment kit must be ordered under 
Part Number 1201570.  
 
C
1

ontact: Aviation Safety Supplies Ltd 
439 Old North Road 

RD2 Helensville, Auckland 0875 
Phone: +64.9.4206079 
Email: Kannad@aviationsafety.co.nz 
Website: www.aviationsafety.co.nz 
 
 

  

SL_S18XX502-25-07 
Page: 3 of 3

Date: MAY 21/2007  
REV.: 00  

mailto:Kannad@aviationsafety.co.nz
http://www.aviationsafety.co.nz/

